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Consumable materials required to support the 
TH-57 helicopters are listed in table 13-1. Federal 
Supply Codes for Manufacturers (FSCM) or 
Commercial and Government Entity (CAGE) 
Codes are listed in the Source column (when 
known) to provide a specific approved source for 
material listed. 

NOTE 

Federal Supply Codes for Manufacturers 
(FSCM) listing of vendors name, address 
(Name-to-Code, or Code-to-Name) may be 
obtained from: 

Information Handling Services 
15 Inverness Way East 

Englewood, Colorado 80150 

C-028 Lubricant, Dry (P/N 1325A) 87187 

C-037 Turbine Fuel, JP-8, MIL-T-83133 Commercial 

C-100 Chemical Film Material (Alodine 1200 or 1201) MIL-C-81706, Class 1A, Commercial 

 Form II (Dip Tank) or III (Brush-on). Apply per MIL-C-5541.  

C-101 Corrosion Preventive Compound, MIL-C-16173, Grade 1 Commercial 

C-204 Epoxy Polyamide Primer, MIL-P-85582, Type I, or use Items C-202 or 22873 

 C-246. Refer to text for color.  

C-300 Adhesive, 299-947-152, Type I, Class 1 (Dapcotac 3300) 97499 

C-304 Solvent, Drycleaning, P-D-680, Type II Commercial 

C-305 Aliphatic Naphtha, TT-N-95, Type II Commercial 

 CS3300B, MIL-S-8784 21509 

C-330 Acrylic Plastic Cleaner, Tend Antistatic or 1 N960 

 Cadco Antistatic Plastic Cleaner or 95696 

 Glisten Acrylic Plastic Cleaner 20913 

C-360 Sealing Compound, Proseal 711, EP -B2 97499 

C-405 Lockwire, AS100028 Supersedes MS20995C32 (0.032 Inch Dia.) Commercial 

C-423 Abrasive Cloth (P-C-458) or Paper (P-P-101) (All Grits) Commercial 

C-455 Chafing Tape, 0.5 inch wide: 3M No. 4308 26066 

C-306 Toluene, TT-T-548 Commercial 

C-308 Adhesive Sealant, 299-947-107, Type III, Class 7, 97499 

 MIL-S-8802, Class B2 or 83527 

 Proseal 890-B2 83574 

C-309 Solvent, ASTM D740 (Alternate where MEK use prohibited: C-316 or C-305) Commercial 
83527 

C-313 Metal Set A-4NA  90414 

C-324 Adhesive, 299-947-107, Type I, Class 1 97499 

C-328 Sealing Compound, Pro-Seal 706, Class B-2 or PRC-1321, Class B-2, or 83574 

CONSUMABLE MATERIALS 

Consumable Materials List 
 ITEM  CAGE/FSCM/  
 NO. NOMENCLATURE SOURCE 
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Alternates for Bell Helicopter Textron Adhesive  

ADHESIVE/ 
SEALER, 

BELL SPEC. 

VENDOR 
CODEAND 

PART 
NUMBER 

TEMP °F
(°C) 

CURE CYCLE 
TIME 

PRESS. 
(PSI) 

TIME 
(MO) 

TEMP°F 
(°C) OR 
BELOW 

REMARKS  MATERIAL 
USECODE 

For code definitions, refer to last section of this table. 
299-947-107 52054 RT 4 hours Contact 6 60 to General A 
Type l, Pro-seal     80°F Purpose for  
Class 1 596     (15.6 to Neoprene  
C-324      26.7°C) Rubber  
 76381 FIT 4 hours Contact 6 60 to General A 
 EC1300L     80°F Purpose for  
      (15.6 to Neoprene  
      26.7°C) Rubber  
299-947-152 58093 RT 7 days Contact 6 70°F 2 Part B - C 
Type I Dapcotac     (21.1°C (5-2260  
Class I 3300      Primer  
C-300       Required)  

STORAGE 
REQUIREMENTS   

Material 
Use Code Definition  

A Rubber-to-metal or cured fiberglass  

B Silicone rubber to any surface  

C -67 to 300°F (-55 to 149°C)  


